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Bültjer 'Voordewind'

LOA (m): 16.30 m

Breedte (m): 4.73 m

Diepgang (m): 1.65 m

Werf: Bültjer shipyard

Bouwjaar: 1979

Motoren: 1x 220pk MAN

Hutten: 2

Ligplaats: Nederland

Prijs: € 0

"Voordewind" was built as a sailing cutter by the famous German Bültjer
shipyard.

The current owner made a complete refit in 2000-2001 including rebuilding
of the superstructure and the cabins. Also the technical systems, including
all electrics and electronics, were build new.

Her nice interior, including i.e. salon, pilot house, 2 cabins and 2 bathrooms,
all heated by her Kabola central heating system, make living on board very
comfortable and her revised MAN engine, together with her power steering
and hydraulical bow thruster make sailing quite easy.

If you love the atmosphere of traditional yachts but also the comfort of a
modern yacht, you will find in “Voordewind” your ideal passage maker.
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Hoofd specificaties

Model: Bültjer

LOA (m): 16.30 m

Breedte (m): 4.73 m

Diepgang (m): 1.65 m

Jaar: 1979

Romp materiaal: Hout

Hutten: 2

Slaapplaatsen: 4

Aantal hoofdmotor(en): 1

Vermogen hoofdmotor(en) (pk): 220

Merk hoofdmotor(en): MAN

Prijs: € 0

BTW status: Betaald

Diepgang (m): 1.65

Algemeen

Naam : Voordewind

Werf: Bültjer shipyard

Type: Bültjer Motorsailor

Lengte over alles (m): 16.3

Breedte (m): 4.73

Bouwjaar: 1979

Waterverplaatsing (t): 36

Romp materiaal: Hout

Brandstoftank (Liter en materiaal) : 3x staal

Drinkwater tank (Liter en materiaal): 2x 1100L, plastic
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Grijs water tank (Liter en materiaal): 1x 800L, plastic

Maximumsnelheid (Kn): 9.2

Kruissnelheid (Kn): 8

Accommodatie

Combi oven/magnetron: 1x

Machinerie

Aandrijving (Schroefas, IPS, Jet): Schroefas

Schroef (Aantal bladen, materiaal): 4 blade

Boegschroef (Merk, type, elec/hyd): HYD 18kW

Electrische bilge pump: 2x

Manuele bilge pomp: 2x

Heet water syteem : 120L boiler

Verwarming syteem (Merk, model, type): Kabola b12 14kW

Elektrisch systeem

Omvormer (V/W/Amp): Victron combi 24/2000/50

Acculader (V/W/Amp): Victron combi 24/2000/50
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Hoewel er uiterste zorg besteed is aan de correctheid, volledigheid en actualiteit van onze
informatie kunnen hieraan geen rechten worden ontleend.


